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Dimmable		
LED	Driver

Triac/ Phase-cut    

Triac & 0/1-10V 5 in 1     

0/1-10V    

DALI & Push-Dim 2 in 1

DMX512     

Wireless (BLE/ZigBee/Wifi)

Non-Dimmable driver

LED Controller     

CV & CC   8W-360W

DMX512 Dimmable LED Driver
10W-360W ( Waterproof IP66, ultra-thin )

4010300

NEW DMX512
Waterproof IP66

NEW DALI-2

Linear Version
30W-150W ( Triac, 0/1-10V, DALI&Push )



About SC POWER www.scpower.vn 

With its stable quality, smooth linear dimming, high compatibility and other advantages, 

Shengchang’s dimmable LED drivers have been well received by customers in all over the world. 

Nowadays, with UL, cUL, ETL, cETL, FCC, TUV mark, CE, CB, SAA, ENEC, RoHS and other 

certificates,  Shengchang’s products have been exported to numerous oversea markets such as North 

America, Europe, Australia, Southeast Asia, and so on.

Advanced manufacturing equipments, including JUKI-Hi-speed mountings and Suneast wave 

solderings and others, promise the high capacity up to 200,000 pieces product per month. 

We sincerely look forward to cooperating with friends from all over the world and achieve a 

win-win situation!     

Founded in 2009, Zhuhai Shengchang Electronics Co., Ltd specializes in R&D and 

manufacturing dimmable LED driver, non-dimmable LED driver and LED controller based on 

science and technology in its early days. After years’ of striving, Shengchang has formed 

competitive strength in the field of dimmable LED driver and become leader in China by offering LED 

driver with the widest range of wattage & full-lined series, the most models, and the most 

authoritative certifications in this aspect of mainstream dimmable LED driver, which includes 0/1-

10V dimming, TRIAC/Phase-cut dimming, DALI dimming, Push dimming, DMX512 dimming, ZigBee 

wireless dimming,etc.

Shengchang’s dimmable and non-dimmable LED drivers have been recognized by the market 

of mainland China. Moreover,quite a few major government and business projects, have adopted 

our dimmable LED driver as reliable products, such as Beijing YanQi Lake APEC/G20 Villa, 

Shanghai International Convention Center (the banquet of CICA Summit), Shanghai Sheraton 

Hotel, Changsha Wanda Plaza and Shunde Marriott Hotel,etc.

0/1-10V

CC 

20W-60W

2009 0/1-10V

CV

20W-60W

2010 0/1-10V

CV & CC

100W-200W

2011 Triac/Phase-cut

CV & CC 

20W-80W

2012
DALI

CV &CC

20W-200W

2013 Triac/Phase-cut

CV

100W-200W

ZigBee wireless

CV & CC

20W-45W

2014

DALI& Push Dim 2 in1

CV & CC 

25W-200W

2015
Triac/Phase-cut

PWM output 

CV

8W-200W

0/1-10V 

CV

300W-360W

DALI&Push-Dim

CV

300W-360W

2016

Triac/Phase-cut

High PF series

CV  linear version

30W-100W

KI TDE series

8W-40W

Triac& 0/1-10V 5 in 1

CV  linear version

30W-100W

KI DIME series

8W-40W

DALI&Push-Dim

CV  linear version

30W-100W

2018

Development history of SC POWER’s dimmable products

Triac/Phase-cut

High PF series

CV 

30W-360W

Triac& 0/1-10V 5 in 1

CV

30W-360W

Triac LED controller

0-10V LED controller

DALI LED controller

2017

DALI-2

CV

30W-360W

CC

10W-40W

DMX512

CV 

30W-360

CC

10W-40W

IP66 & IP20

2019



Factory Pictures Certificates www.scpower.vn 

TUV MARK

SAA

TUV-CE

BIS

TUV-CB

UL listed



Dimmable LED drivers Project

Beijing Yanqi Lake APEC / G20 Villa  

Shanghai Jiading Sheraton Hotel

Changsha Wanda Plaza 

Dimmable LED drivers Projects

Shanghai W Hotel 

Shunde Marriott Hotel 

Shanghai International Convention Center
(Banquest Hall of CICA Summit) 

www.scpower.vn 



Dimmable LED drivers Projects

Crowne Plaza Sanya Haitang Bay Resort

Sanya Beauty Crown

Shanghai Sincere Centre

THE ICON - Shenzhen

Funiu Shanju Spring Resort Hotel

Argylehotels (Nanping)

Dimmable LED drivers Projects
www.scpower.vn 



Dimmable LED drivers Projects

SCENIA BAY  Hotel, Nha Trang, Viet Nam LAN ANH Hotel, Nha Trang, Viet Nam

Dimmable LED drivers Projects
www.scpower.vn 



Differences Between KVG, KVF, KVP & KV Series

Triac dimmable LED driverContents
www.scpower.vn 

 KV series KVP series KVG series  KVF series

Input Voltage(AC) 200-240V200-240V 180-240V 180-240V

Output Voltage(DC) 12V/24V12V/24V 12V/24V/36V 12V/24V/36V/48V

Wattage Range

Compatibility

Power Factor

Mini.Load

Warranty

Certificate

30W-360W30W-360W 8W-200W 10W-80W

leading & trailing

 edge triac dimmer

leading & trailing

 edge triac dimmer

leading & trailing 

edge traic dimmer

+ 0/1-10V Dimmer

leading  edge

 triac dimmer

>0.95>0.95 >0.6 >0.95

10%10% 5% 60%

5 years5 years 3 years 3 years

TUV-CE, Mark, CB, 

SAA, RoHS
CE, SAA, RoHS

TUV-CE, Mark, CB,

 SAA, RoHS

TUV-CE, Mark, CB 

pending, 

SAA , CE, RoHS

Part 8 Non-Dimmable LED Driver series

Constant voltage PFC EMC high power factor driverP55-P56

Part 9 LED Controller series

Triac LED dimmer seriesP58

0-10V LED dimmer seriesP59

DALI LED controller seriesP60-P61
-01-

Part 1 Triac/ Phase-cut dimmable LED driver series

Constant voltage driver — KVF series (P4-P6)— High power factor, PWM output  P4-P10

 — KVP series (P7-P8)— PWM output  

Constant current driver — KI series (P11-P12)   P11-P14

— KIP series  (P13)

— KI TDE series (P14)  

 

— DIP adjustment  

 

— KV series (P9-P10)   

Part 2 Triac/  LED 0-10V/1-10V/10V PWM/Potentiometer(5 in 1) dimmable driver series

Constant voltage driver   — KVG series  — High power factor, PWM outputP15-P19

NEW

Part 5 DALI& Push-Dim (2 in 1) dimmable driver series LED 

Constant voltage driver P41-P42

Constant current driver    — DIP adjustmentP43

Part 6
Waterproof IP66 for indoor and outdoor, Set address by RDM/NFC

P47

Constant current driver  — KIX Series    — 1CH/2CH, NFC adjustment (multi-current)P48-P49

DMX512 dimmable LED driver NEW

Part 3 0-10V/ 1-10V/  dimmable driver seriespotentiometer/ 10V PWM  (4 in 1)  LED 

Constant voltage driver   — KV-DIM SeriesP25-P26

Constant current driver  — KI-DIM Series P27-P28

Constant current driver (P27)

                                         — KI DIME series (P28)   

— DIP adjustment 

 

P29-P30

Constant voltage driver — KVD Series    — PWM outputP23-P24

NEWPart 4 DALI dimmable driver series LED 

Constant voltage driver      — with NFC function (DALI-2)P34

Constant current driver    — DIP adjustment (DALI-2)P35
 Constant current driver  (DALI-1)P36-P37

Part 7 Wireless dimmable driver series LED 

Constant voltage driver - Bluetooth/ ZigBee/ Wifi P52

NEW

Wireless dimmable controllerP52

Constant voltage driver— KVX Series    — 1CH...5CH



Wiring diagram
www.scpower.vn 

Shengchang triac/ phase-cut dimmable driver, constant voltage and constant current series, are compatible with mainstream 

brand dimmers and lighting systems which is leading edge & trailing edge ( forward phase, reverse phase, ELV, triac or MLV ) in 

the market, such as Lutron, Clipsal, C-BUS, Leviton dimmer or other lighting system.

Dirgram 1

Dirgram 2

PART 1
Triac/ Phase-Cut Dimming LED Driver Series
( Leading edge & Trailing edge dimming )

( For LED strip, light bar, LED module, panel light, down light and other LED light )

60W-360W30W-100W30W-100W30W-90W

8W-15W 10W-20W 15W 25W-60W
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TDP-250-T1 TDP-250-T2 TDR-300-T1
TDR-300-T2

Triac Dimmer ( Page 45 )

8W-40W
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Dimming: 0-100%Loading:  10-100%      Dimming: 0-100% Triac/ Phase-cut constant voltage Triac/ Phase-cut constant voltage PF＞0.95PF＞0.95

30W

60W

80W

178*61*24mm 0.35kg

0.21kg155*54*20mm

5 years warranty5 years warranty

TUV-CE

 Pending、

SAA、RoHS

、CB

200-240 VAC

200-240 VAC

0.45kg

0.45kg

180*60*35mm

180*60*35mm

IP20
with terminals

IP20
with terminals

IP20
with terminals

IP20
with terminals

75W

90W

KVF SeriesKVF Series

Power & PictureOverview

Three different versions

Perfect for LED fixtures

Model Output Input Certificate Size N.W IP

SC Power's PWM output KVF Series of Constant Voltage triac dimming LED driver with TUVmark, TUV-CE, CB,  SAA, RoHS, is 

designed to work with Leading & trailing edge TRIAC dimmers or lighting system, such as Lutron, C-BUS, Clipsal etc.

High power factor

PF>0.95

Mini load requirements 

PWM output

Not alter LED CRI

Flicker-free

Continuous

Smooth

Short-circuit protection

Over temperature protection

Overload protection

Outstanding
Performance

KVF-xxxxx-TDH KVF-xxxxx-TDHS KVF-xxxxx-TDHL

30W-90W items: 

Low-profi le plastic shell with terminals 

with slightly adjustable output voltage

80W-360W items:

Compact aluminum shell for waterproof use

30W-100W items: 

Linear plastic shell with 

terminals (IP 20)

30W-100W items: 

Linear aluminum shell for 

waterproof use(IP 66)

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light and other LED fixtures.

KVF-12080-TDH 12V,  6.67A

KVF-24080-TDH 24V,  3.34A

KVF-12060-TDHL 12V,  5A

KVF-24060-TDHL 24V,  2.5A

KVF-12030-TDH

KVF-12030-TDHL

KVF-12030-TDHS

10-13V,  2.5A

12V,  2.5A

12V,  2.5A

KVF-24030-TDH

KVF-24030-TDHL

KVF-24030-TDHS

21.5-25.5V,  1.25A

24V,  1.25A

24V,  1.25A

KVF-12075-TDH 10-13V,  6.25A

KVF-24075-TDH 21.5-25.5V,  3.13A

KVF-12036-TDHL

KVF-12036-TDHS

12V,  3A

12V,  3A

KVF-24036-TDHL

KVF-24036-TDHS

24V,  1.5A

24V,  1.5A

KVF-12060-TDHS 12V,  5A

KVF-24060-TDHS 24V,  2.5A

KVF-12060-TDH 10-13V,  5A

KVF-24060-TDH 21.5-25.5V,  2.5A

KVF-12090-TDH 10-13V,  7.5A

KVF-24090-TDH 21.5-25.5V,  3.75A

36W

TUV-CE、CB

RoHS
IP66230*70*43mm 1.05kg

TUV-CE

 Pending、

SAA、RoHS

、CB

TUV-CE

 Pending、

SAA、RoHS

、CB

TUV-CE

 Pending、

SAA、RoHS

、CB

IP20
with terminals

IP20
with terminals

IP20
with terminals

IP66

IP66

IP66

-05--04-

260*32*20mm

260*30*18.5mm

260*32*20mm

260*30*18.5mm

300*32*20mm

300*30*18.5mm

0.2kg

0.35kg

0.2kg

0.35kg

0.25kg

0.45kg

TUV-CE

 Pending、

SAA、RoHS

、CB

TUV-CE

 Pending、

SAA、RoHS

、CB

TUV-CE

 Pending、

SAA、RoHS

、CB

TUV-CE

 Pending、

SAA、RoHS

、CB

TUV-CE

 Pending、

SAA、RoHS

、CB

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC

Full range

Dimming range: 0-100%

TUV-CE

 Pending、

SAA、RoHS

、CB

V+ ADJ

+-

V+ ADJ

+-

V+ ADJ

+-

V+ ADJ

+-

Note: These drivers with slightly adjustable output voltage as below:
KVF-12030-TDH  KVF-12060-TDH  output voltage: 10-13V             KVF-24030-TDH  KVF-24060-TDH  output voltage: 21.5-25.5V
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Model Output Input Certificate Size N.W IP

KVF-12100-TDHS 12V,  8.34A

KVF-24100-TDHS 24V,  4.17A

KVF-12100-TDHL 12V,  8.34A

KVF-24100-TDHL 24V,  4.17A

KVF-12100-TDH 12V,  8.34A

KVF-24100-TDH 24V,  4.17A

KVF-12120-TDH 12V, 10A

KVF-24120-TDH 24V,  5A

KVF-12150-TDH 12V,  12.5A

KVF-24150-TDH 24V,  6.25A

KVF-12200-TDH 12V,  16.67A

KVF-24200-TDH 24V,  8.34A

KVF-12300-TDH 12V,  25A

KVF-24300-TDH 24V,  12.5A

KVF-12320-TDH 12V,  26.67A

KVF-24320-TDH 24V,  13.34A

KVF-12360-TDH 12V,  30A

KVF-24360-TDH 24V,  15A

100W

120W

150W

200W

300W

320W

360W

200-240 VAC

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB

Pending、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

230*70*43mm

256*78*47mm

276*78*47mm

230*70*43mm

1.05kg

1.05kg

1.45kg

1.65kg

IP66

IP66

IP66

IP66

IP66

IP20
with terminals

Loading:  10-100%      Dimming: 0-100%Triac/ Phase-cut constant voltage PF＞0.95 5 years warranty

KVF Series

Loading:  5-100%  Dimming: 0-100%

KVP Series

Overview

Different versions

Perfect for LED fixtures

SC Power's PWM output KVP Series of Constant Voltage triac dimming LED driver, is designed to work with Leading edge TRIAC 

dimmers or lighting system such as Lutron,  C-BUS, Clipsal etc.

 

PWM output

Not alter LED CRI

5% minimum load

Full range

Dimming range: 0-100%

Flicker-free

Continuous

Smooth

Short-circuit protection

Over temperature protectionOverload protection

Outstanding
Performance

KVP-xxxxx-TD KVP-xxxxx-TD

8W-15W items: 

IP20 for indoor, small size, low-profi le plastic shell with 

cable25W-75W items: 

IP20 for indoor use

Low-profi le endurable plastic shell with terminals 

Enable easy and safe installation

80W-200W items: 

IP66 for waterproof use

Compact aluminum shell

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light and other LED fixtures.

-07--06-

TUV-CE、CB、

SAA、RoHS

CE、

SAA、RoHS

Triac/ Phase-cut constant voltage 

Power & Picture

330*30*22mm 0.29kg

330*32*23mm 0.55kg

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB

Pending、

SAA、RoHS

256*78*47mm 1.45kg IP66

TUV-CE、CB、

SAA、RoHS
276*78*47mm 1.65kg IP66

276*78*47mm 1.65kg IP66

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC
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IP20
with terminals

Loading:  5-100%  Dimming: 0-100%

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

CE、RoHS

0.45kg180*60*35mm

0.35kg178*61*24mm

0.21kg155*54*20mm

0.12kg95*40*25mm

0.1kg80*36*23mm

50W

25W

15W

8W

75W

IP20

80W

100W

120W

150W

200W

CE
RoHS
、SAA、

230*70*43mm

256*78*47mm 1.45kg

1.05kg

IP66

IP66

KVP Series

Model Output Input Certificate Size N.W IP

KV Series

Overview

KV different series

Perfect for LED fixtures

SC Power's KV series of Constant Voltage TRIAC dimming LED driver with CE, SAA, TUV-CE,CB and RoHS, is designed to work 

with a wide range of Leading & trailing edge TRIAC dimmers or lighting system,such as Lutron, Varilight, BTICINO, CLIPSAL C-

BUS. 

Full range

Dimming range: 0-100%

No fl icker

Continuous

Smooth

Reliable solution

Short-circuit protectionOverload protection

Outstanding
Performance

KV series KV Series

10W-45W items: 

Low-profi le plastic shell with terminals for indoor use

(IP20)

60W-80W items: 

Compact aluminum shell for waterproof use

(IP66)

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light, down light, panel light and other LED fixtures.

-09--08-

KVP-36025-TD

KVP-12008-TD

KVP-24008-TD

12V,  0.67A

24V,  0.33A

KVP-12015-TD 12V,  1.25A

KVP-24015-TD 24V,  0.63A

12V,  2.08A

KVP-24025-TD 24V,  1.04A

36V,  0.69A

KVP-12050-TD 12V,  4.16A

KVP-24050-TD 24V,  2.08A

KVP-36050-TD 36V,  1.4A

KVP-12075-TD 12V,  6.25A

KVP-24075-TD 24V,  3.13A

KVP-12025-TD

KVP-12100-TD 12V,  8.3A

KVP-24100-TD 24V,  4.16A

KVP-12120-TD 12V, 10A

KVP-24120-TD 24V,  5A

KVP-12150-TD 12V,  12.5A

KVP-24150-TD 24V,  6.25A

KVP-12200-TD 12V,  16.6A

KVP-24200-TD 24V,  8.3A

KVP-24080-TD 24V, 3.3A

KVP-12080-TD 12V,  6.67A

Triac/ Phase-cut constant voltage 

Power & Picture

CE、

RoHS

SAA、

CE、

RoHS

SAA、

CE、RoHS

CE、RoHS

CE、RoHS IP20

IP20
with terminals

IP20
with terminals

230*70*43mm 1.05kg IP66

230*70*43mm 1.05kg IP66

256*78*47mm 1.45kg IP66

CE
RoHS
、SAA、

CE
RoHS
、SAA、

CE
RoHS
、SAA、

CE、

RoHS

SAA、
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Loading:  60-100%  Dimming: 0-100%

KV-12010-TD 12V,  0.83A

KV-24010-TD 24V,  0.42A

KV-36010-TD 36V,  0.28A

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

A: 

CE、SAA、RoHS

B:

CE、RoHS

KV-48010-TD 48V,  0.21A

IP20
with terminals

KV-12020-TD 12V,  1.66A

KV-24020-TD 24V,  0.83A

KV-36020-TD 36V,  0.56A

KV-48020-TD 48V,  0.42A

KV-12030-TD 12V,  2.5A

KV-24030-TD 24V,  1.25A

KV-36030-TD 36V,  0.83A

KV-48030-TD 48V,  0.63A

TUV CE、CB

SAA、RoHS

- 、

TUV CE、CB

SAA、RoHS

- 、

TUV CE、CB

SAA、RoHS

- 、

IP20
with terminals

IP20
with terminals

IP20
with terminals

0.45kg

0.45kg

0.45kg

KV-12036-TD 12V,  3A

KV-24036-TD 24V,  1.5A

KV-36036-TD 36V,  1A

KV-48036-TD 48V,  0.75A

10W

20W

30W

36W

45W

180*60*35mm

180*60*35mm

180*60*35mm

KV-12045-TD 12V,  3.75 A 

KV-24045-TD 24V,  1.87A

KV-36045-TD 36V,  1.25 A 

KV-48045-TD 48V,  0.94A

KV-12060-TD 12V,  5A

KV-24060-TD 24V,  2.5A

KV-36060-TD 36V,  1.65A

KV-48060-TD 48V,  1.25A

KV-12080-TD 12V,  6.65A

KV-24080-TD 24V,  3.3A

KV-36080-TD 36V,  2.2A

KV-48080-TD 48V,  1.65A

200*70*43mm

200*70*43mm

0.9kg

0.9kg

IP66

IP66

60W

80W

TUV- 、

SAA、RoHS

CE、CB

TUV- 、

SAA、RoHS

CE、CB

KV Series

Model Output Input Certificate Size N.W IP

-10-

Triac/ Phase-cut constant voltage 

Power & Picture

A:

145*55*19.5mm

B:

140*45*27mm

A:

0.2kg

B:

0.17kg

KI-TD, KIP-TD, KI-TDE Series

Overview

KI/ KIP/KI-TDE different series

Perfect for LED fixtures

SC Power's K -TD, KIP-TD, KI-TDE series of Constant Current TRIAC dimming LED driver with SAA, CE, RoHS approval, 

designed to work with a wide range of Leading edge or trailing edge TRIAC dimmers or lighting system,such as Lutron, Varilight, 

BTICINO, CLIPSAL C-BUS. 

I is 

Full range

Dimming range: 0-100%

No fl icker

Continuous

Smooth

Reliable solution

Short-circuit protectionOverload protection

Outstanding
Performance

KI, KIP series KI TDE Series

10W-80W items: 

KI series: Constant current triac dimmable LED driver

KIP series: Constant current driver with DIP 

adjustment, makes it easy for muti-current and simplify 

the inventory also.

8W-40W items: 

KI-TDE Series: Cost-effective constant current 

driver with small case could meed for special 

project needs

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light, down light, panel light and other LED fixtures.

-11-

Triac/ Phase-cut constant current

A

B

A: 

CE、SAA、RoHS

B:

CE、RoHS

IP20
with terminals

A:

145*55*19.5mm

B:

140*45*27mm

A:

0.2kg

B:

0.17kg

A

B
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Dimming: 0-100%

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180-240 VAC

180*60*35mm

180*60*35mm

180*60*35mm

IP20
with terminals

IP20
with terminals

IP20
with terminals

0.45kg

0.45kg

0.45kg

20W

30W

36W

45W

10W

60W

80W

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

TUV-CE、CB、

SAA、RoHS

0.9kg

0.9kg

200*70*43mm

200*70*43mm

IP66

IP66

KI-TD Series

Model Output Input Certificate Size N.W IP

25-50V 350mAKI-50350-TD

18-35V 500mAKI-35500-TD

13-25V 700mAKI-25700-TD

10-20V 900mAKI-20900-TD

50-80V 350mAKI-80350-TD

35-60V 500mAKI-60500-TD

25-45V 700mAKI-45700-TD

20-36V 900mAKI-36900-TD

18-32V 1050mAKI-321050-TD

KI-55700-TD 30-55V  700mA

KI-42900-TD 25-42V  900mA

KI-361050-TD 20-36V 1050mA

KI-251400-TD 15-25V 1400mA

KI-201750-TD 12-20V 1750mA

22-36V 250mAKI-36250-TD

26-42V 300mAKI-42300-TD

18-30V 350mAKI-30350-TD

12-20V 500mAKI-20500-TD

55-90V, 500mAKI-90500-TD

40-65V 700mAKI-65700-TD

30-56V 830mAKI-56830-TD

30-50V 900mAKI-50900-TD

25-45V 1050mAKI-451050-TD

18-32V 1400mAKI-321400-TD

KI-70830-TD 40-70V 830mA

KI-70900-TD 40-70V 900mA

KI-601050-TD 35-60V 1050mA

KI-421400-TD 25-42V 1400mA

KI-361750-TD 20-36V 1750mA

KI-302100-TD 18-30V 2100mA

KI-85900-TD 50-85V 900mA

KI-751050-TD 45-75V 1050mA

KI-551400-TD 30-55V 1400mA

KI-451750-TD 25-45V 1750mA

KI-362100-TD 20-36V 2100mA

KI-302500-TD 18-30V 2500mA

Triac/ Phase-cut constant current

Power & Picture

Dimming: 0-100%

10-36V  1400mA

10-38V  1300mA

10-43V  1150mA

10-48V  1050mA

10-50V  900mA

10-50V  850mA

10-50V  700mA

5-28V  900mA

5-30V  850mA

5-35V  700mA

5-38V  650mA

5-45V  550mA

5-50V  500mA

5-50V  350mA

5-50V  300mA

5-22V  700mA

5-25V  600mA

5-30V  500mA

5-35V  450mA

5-38V  400mA

5-45V  350mA

5-50V  250mA

20-50V  150mA

10-40V  1250mA

KIP-015-TD

DIP Adjustment

(Multi-current)

180-240 VAC

180-240 VAC

180-240 VAC

KIP-025-TD

DIP Adjustment

(Multi-current)

KIP-050-TD

DIP Adjustment

(Multi-current)

15W

25W

50W

CE、RoHS

CE、RoHS

CE、RoHS

140*45*27mm 0.15kg
IP20

with terminals

IP20
with terminals

IP20
with terminals

155*54*20mm 0.21kg

178*61*24mm 0.35kg

Output Input CertificateModel Size N.W IP

KIP-TD Series

Triac/ Phase-cut constant current        multi-current with adjustment 

Power & Picture

-12- -13-

A: 

CE、SAA、RoHS

B:

CE、RoHS

A:

145*55*19.5mm

B:

140*45*27mm

A:

0.2kg

B:

0.17kg

IP20
with terminals

A: 

CE、SAA、RoHS

B:

CE、RoHS

A:

145*55*19.5mm

B:

140*45*27mm

A:

0.2kg

B:

0.17kg

IP20
with terminals

A

B

A

B
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Triac/0-10V/1-10V/Potentiometer/10V PWM (5 in 1) 
Dimming LED Driver Series
( For LED strip, light bar, LED mod le, panel light, down light and other LED light )u

30W-60W

30W-150W 30W-150W

80W-360W

-15--14-

Dimming: 0-100%

KI  TDE Series

Model Output Input Certificate Size N.W IP

Cost-effective Constant Current Triac/ Phase-cut Dimming LED Driver 

Power & Picture

200-250 VAC 0.1kg IP208W

38-50V 150mAKI-50150-TDE

CE、RoHS 85*45*26 mm

28-40V 200mAKI-40200-TDE

20-32V 250mAKI-32250-TDE

16-28V 300mAKI-28300-TDE

15-25V 350mAKI-25350-TDE

33-45V 250mAKI-45250-TDE

28-40V 300mAKI-40300-TDE

23-35V 350mAKI-35350-TDE

18-30V 400mAKI-30400-TDE

16-28V 450mAKI-28450-TDE

15-25V 500mAKI-25500-TDE

12-20V 600mAKI-20600-TDE

33-45V 500mAKI-45500-TDE

28-40V 600mAKI-40600-TDE

23-35V 700mAKI-35700-TDE

15-25V 900mAKI-25900-TDE

13-22V 1050mAKI-221050-TDE

38-50V 700mAKI-50700-TDE

33-45V 900mAKI-45900-TDE

28-40V 1050mAKI-401050-TDE

16-28V 1400mAKI-281400-TDE

13-22V 1750mAKI-221750-TDE

12W

24W

40W

200-250 VAC IP2085*45*26 mm

200-250 VAC IP2085*45*26 mm

200-250 VAC IP20110*45*26 mm

0.1kgCE、RoHS

0.1kgCE、RoHS

0.15kgCE、RoHS

30-42V 960mAKI-42960-TDE



www.scpower.vn Wiring diagram

  Dimming: 0-100%Muti-dimming  constant voltage 

Triac/ 0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 5 in 1)  
PF＞0.95  TDH<20% 5 years warranty

KVG Series

Overview

Three different versions

Perfect for LED fixtures

SC Power's PWM output KVG series, Triac/ 0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 5 in 1) compatible solution dimmable driver, 

making it easy for projects and simplify the inventory. 

They are compatible with a wide array of popular dimmers, including leading & trailing edge types of TRIAC dimmers, 0-10V/ 1-10V/ 

potentiometer/ 10V PWM dimmer and various lighting control system, such as Lutron, Leviton, Crestron ,etc.This makes the drivers 

easy to integrate into existing lighting installations.

Upgraded driver with high frequency exemption assessment 20KHz will come soon.......

KVG-xxxxx-DH KVG-xxxxx-DHS KVG-xxxxx-DHL

30W-60W items (IP20): 

Low-profi le endurable plastic shell, 

adjustable output voltage

80W-360W items (IP66):

Compact aluminum shell for outdoor waterproof use

with slightly 

30W-150W items: 

Linear plastic shell (IP 20)

30W-150W items: 

Linear aluminum shell for 

outdoor waterproof use(IP 66)

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light and other LED fixtures.

Multi-dimming 5 in 1

Easy for project & simplify the inventory

PWM Output

Not alter LED CRI

Full range

Dimming range: 0-100%

Flicker-free

20KHz high frequency

Continuous

Smooth

Short-circuit protection

Overload protection

Outstanding
Performance

High power factor

PF>0.95

Temperature protection

-17--16-

AC

L

N

L

N

In
p

u
t

Vout

DIM

Dimmable Driver

Vout

DIM

Dimmable Driver

Vout

DIM

Dimmable Driver

LED

LED

LED

L N

* 1-10V DC

* Potentiometer

* 10V PWM Signal

* 0-10V DC
Phase-cut/ Triac Dimmer

( Lighting System )

Triac/ 0/1-10V 5 in 1

L

N

In
p

u
t

L

N

In
p

u
t

AC
L

N

Phase/ Triac Dimmer

( Lighting System )

L N

L

N

In
p

u
t

Triac Driver

O
u

tp
u

t

Triac Driver

Triac Driver

LED

Triac

L

N

In
p

u
t

L

N

In
p

u
t

O
u

tp
u

t
O

u
tp

u
t

0/1-10V

AC

L

N

ON/ OFF
LED

LED

LED

L N

* 1-10V DC

* Potentiometer

* 10V PWM Signal

* 0-10V DC

Vout

DIM

Dimmable Driver

L

N

In
p

u
t

Vout

DIM

Dimmable Driver

L

N

In
p

u
t

Vout

DIM

Dimmable Driver

L

N

In
p

u
t

5 Years warranty

10% minimum load

Triac dimming

0/1-10V dimming
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V+ ADJ

+-

V+ ADJ

+-

230*70*43mm 1.1kg

200W

300W 1.7kg

1.7kg

1.7kg

276*78*48mm

276*78*48mm

276*78*48mm

320W

360W

150W

256*78*47mm

368*30*22.5mm

368*32*23mm

256*78*47mm

1.5kg

0.45kg

0.6kg

1.5kg

KVG Series

12V,  12.5A

12V,  12.5A

12V,  12.5A

KVG-12150-DH

KVG-12150-DHS

KVG-12150-DHL

24V,  6.25A

24V,  6.25A

24V,  6.25A

KVG-24150-DH

KVG-24150-DHS

KVG-24150-DHL

24V,  12.5AKVG-24300-DH

KVG-12120-DH

KVG-24120-DH

12V, 10A

24V,  5A

KVG-12200-DH

KVG-24200-DH

12V,  16.7A

24V,  8.33A

KVG-12300-DH 12V,  25A

KVG-12320-DH

KVG-24320-DH

12V,  26.7A

24V,  13.3A

KVG-12360-DH 12V,  30A

KVG-24360-DH 24V,  15A

12V, 8.33A

KVG-24100-DHS 24V,  4.16A

12V, 8.33AKVG-12100-DHL

24V,  4.16AKVG-24100-DHL

KVG-12100-DH 12V,  8.33A

KVG-24100-DH 24V,  4.16A

0.21kg IP20
with terminals155*54*20mm

30W

36W

KVG-12030-DH

KVG-24030-DH

10-13V,  2.5A

21.5-25.5V,  1.25A

KVG-12030-DHS

KVG-24030-DHS

KVG-12030-DHL

KVG-24030-DHL

12V, 2.5A

24V,  1.25A

12V, 2.5A

24V,  1.25A

200-240 VAC

200-240 VAC

200-240 VAC

TUV-CE、CB
Pending、

SAA、RoHS

TUV-CE、C  B
 Pending、

SAA、RoHS

TUV-CE、C  B
 Pending、

RoHS

TUV-CE、C  B、

   Pending、

SAA、RoHS

TUV-CE、C  B
  Pending、

SAA、RoHS

260*30*18.5mm

260*32*20mm

IP20
with terminals

60W

KVG-12060-DH 10-13V,  5A

KVG-24060-DH 21.5-25.5V,  2.5A

178*61*24mm 0.35kg IP20
with terminals

12V,  5A

24V,  2.5A

300*30*18.5mm

300*32*20mm

KVG-12060-DHS

KVG-24060-DHL

KVG-24060-DHS

KVG-12060-DHL

24V,  2.5A

12V,  5A

KVG-12080-DH 12V,  6.67A

KVG-24080-DH 24V,  3.33A

230*70*43mm 1.1kg IP6680W

0.2kg

0.35kg

0.3kg

0.45kg

KVG Series

Dimming: 0-100%PF＞0.95

KVG-12036-DHS

KVG-24036-DHS

KVG-12036-DHL

KVG-24036-DHL

12V, 3A

24V,  1.5A

12V,3A

24V,  1.5A

260*30*18.5mm 0.2kg IP20
with terminals

IP20
with terminals

IP66

IP66

IP66

100W

230*70*43mm 1.1kg IP66

IP20
with terminals330*30*22mm

330*32*23mm

0.4kg

0.55kg200-240 VAC

TUV-CE、CB

   Pending、

SAA、RoHS

TUV-CE、CB

   Pending、

SAA、RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

TUV-CE、CB

 Pending、
RoHS

IP66

120W IP66

IP66

IP66

IP66

IP66

IP66

IP66

Model Output Input Certificate Size N.W IP Model Output Input Certificate Size N.W IP

-18-

Power & Picture

Muti-dimming  constant voltage 

Triac/ 0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 5 in 1)  

Power & Picture

Muti-dimming  constant voltage 

Triac/ 0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 5 in 1)  

260*32*20mm 0.35kg

TUV-CE、C  B
   Pending、

SAA、RoHS

TUV-CE、C  B
 Pending、

RoHS

TUV-CE、C  B
 Pending、

RoHS

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC

200-240 VAC

5 years warranty

Dimming: 0-100%PF＞0.95

5 years warranty

IP20
with terminals

TUV-CE、C  B
   Pending、

SAA、RoHS

Note: These drivers with slightly adjustable output voltage as below:
KVF-12030-TDH  KVF-12060-TDH  output voltage: 10-13V             KVF-24030-TDH  KVF-24060-TDH  output voltage: 21.5-25.5V

KVG-12100-DHS
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0-10V/1-10V/Potentiometer/10V PWM (4 in 1) 
Dimming LED Driver Series

( For LED strip, light bar, LED moudle, pannel light, down light and other LED light )

30W-150W

30W-60W 60W-360W

30W-36W
Waterproof IP6730W-150W

-21--20-

Wiring diagram

Dirgram 1

Dirgram 2

AC

L

N

ON/ OFF
LED

LED

LED

L

* 1-10V DC

* Potentiometer

* 10V PWM Signal

* 0-10V DC

N

L

N
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p

u
t

Black

White

Vout

DIM

Red

Black

Dimmable Driver
Blue

White

L

N
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p

u
t

Black

White

Vout

DIM
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Black

Dimmable Driver
Blue

White

L

N
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p

u
t

Black

White

Vout

DIM

Red

Black

Dimmable Driver
Blue

White

ON/ OFF  
0-10V Dimmer

Vin

AC

L

N

DIM DC 0-10V

LN

LED

LED

LED

Black

White

Vout

DIM

Red

Black

Dimmable Driver
Blue

White

L

N
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p

u
t

Black

White

Vout

DIM

Red

Black

Dimmable Driver
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White

L

N
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p

u
t

Black

White

Vout

DIM

Red

Black

Dimmable Driver
Blue

White

L

N
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p

u
t

DIMP50-T1 DIMP50-T2 DIMR50-T1

0-10V Dimmer ( Page 46 )

10W-20W 30W-45W

8W-40W
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Overview

Perfect for LED fixtures

SC Power's 0-10V/1-10V/potentiometer/ 10V PWM 4 in 1 dimmable driver, is compatible with all standard 0-10V/1-10V/ 

potentiometer/10V PWM dimmer and various lighting control system,such as Lutron, Clispal,C-bus etc. 

The driver provide smooth and no fl icker 0-100% full dimming range and stepless dimming performance.

KVD series with PWM style output, which is able to maintain the color temperature and the brightness homogeneity when driving all 

kinds of LED strips.

KV-DIM series with 12V 24V 36V 48V output voltage for choice are designed by traditional solutions.

Upgraded driver with high frequency exemption assessment 20KHz will come soon.......

KVD/KV/KI-xxxxx-P-DIM KVD/KV/KI-xxxxx-A-DIM

10W-150W items: 

Low-profi le endurable plastic shell (IP20)

30W-150W items: 

Linear aluminum shell for outdoor waterproof use

60W-360W items:

Compact aluminum shell for outdoor waterproof use

Flicker-free

20KHz high frequency

Good compatibility

Full range

Dimming range: 0-100%

Continuous

Smooth

Outstanding
Performance

0-10V/1-10V/Potentiometer/10V PWM (4 in 1)
Dimming LED Driver Series

4 in 1

0-10V/ 1-10V/ Potentimeter/ 10V PWM

Different versions

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light, down light, panel light and other LED fixtures.

V+ ADJ

+-

V+ ADJ

+-

0.21kg IP20
with terminals155*54*20mm

30W

36W

KVD-12030-DIM

KVD-24030-DIM

10-13V,  2.5A

21.5-25.5V,  1.25A

KVD-12030-DIMS

KVD-24030-DIMS

KVD-12030-DIML

KVD-24030-DIML

12V, 2.5A

24V,  1.25A

12V, 2.5A

24V,  1.25A

100-277 VAC

100-277 VAC

100-277 VAC

CE、
RoHS

UL、
260*30*18.5mm

260*32*20mm

IP20
with terminals

60W

KVD-12060-DIM 10-13V,  5A

KVD-24060-DIM 21.5-25.5V,  2.5A

178*61*24mm 0.35kg IP20
with terminals

12V,  5A

24V,  2.5A

300*30*18.5mm

300*32*20mm

KVD-12060-DIMS

KVD-24060-DIML

KVD-24060-DIMS

KVD-12060-DIML

24V,  2.5A

12V,  5A

KVD-12080-DIM 12V,  6.67A

KVD-24080-DIM 24V,  3.33A

230*70*43mm 1.1kg IP6680W

0.2kg

0.35kg

0.32kg

0.45kg

KVD Series  - PWM Output

Dimming: 0-100%

PF＞0.95

KVD-12036-DIMS

KVD-24036-DIMS

KVD-12036-DIML

KVD-24036-DIML

12V, 3A

24V,  1.5A

12V,3A

24V,  1.5A

260*30*18.5mm 0.25kg IP20
with terminals

IP20
with terminals

IP66

IP66

IP66

Model Output Input Certificate Size N.W IPPower & Picture

Constant voltage

0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 4 in 1)

260*32*20mm 0.35kg

100-277 VAC

5 years warranty

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

IP 67 IP 66IP 66

Note: These drivers with slightly adjustable output voltage as below:
KVD-12030-TDH  KVD-12060-TDH  output voltage: 10-13V             KVD-24030-TDH  KVD-24060-TDH  output voltage: 21.5-25.5V



www.scpower.vn 

-25-

230*70*43mm 1.1kg

200W

300W 1.63kg276*78*48mm

150W

256*78*47mm

368*30*22.5mm

368*32*23mm

256*78*47mm

1.45kg

0.45kg

0.6kg

1.45kg

KVD Series  - PWM Output

12V,  12.5A

12V,  12.5A

12V,  12.5A

KVD-12150-DIM

KVD-12150-DIMS

KVD-12150-DIML

24V,  6.25A

24V,  6.25A

24V,  6.25A

KVD-24150-DIM

KVD-24150-DIMS

KVD-24150-DIML

24V,  12.5AKVD-24300-DIM

KVD-12120-DIM

KVD-24120-DIM

12V, 10A

24V,  5A

KVD-12200-DIM

KVD-24200-DIM

12V,  16.7A

24V,  8.33A

KVD-12300-DIM 12V,  25A

12V, 8.33AKVD-12100-DIMS

KVD-24100-DIMS 24V,  4.16A

12V, 8.33AKVD-12100-DIML

24V,  4.16AKVD-24100-DIML

KVD-12100-DIM 12V,  8.33A

KVD-24100-DIM 24V,  4.16A

100W

230*70*43mm 1.1kg IP66

IP20
with terminals330*30*22mm

330*32*23mm

0.32kg

0.55kg100-277 VAC IP66

120W IP66

IP66

IP66

IP66

IP66

Model Output Input Certificate Size N.W IP

-24-

Power & Picture

Constant voltage 

0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 4 in 1)

100-277 VAC

100-277 VAC

110-277 VAC

110-277 VAC

Dimming: 0-100%PF＞0.95

5 years warranty

IP20
with terminals

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
UL Pending

RoHS、

CE、
RoHS

UL、

CE、
RoHS

UL、

CE、
UL Pending

RoHS、

KV-12010-P-DIM 12V,  0.83A

24V,  0.42A KV-24010-P-DIM

KV-36010-P-DIM

48V,  0.21A KV-48010-P-DIM

KV-12020-P-DIM 12V,  1.67A

24V,  0.83A KV-24020-P-DIM

KV-36020-P-DIM 36V,  0.56A

48V,  0.42A KV-48020-P-DIM

KV-12030-P-DIM 12V,  2.5A

KV-24030-P-DIM 24V,  1.25A 

KV-36030-P-DIM 36V,  0.83A

KV-48030-P-DIM 48V,  0.63A 

KV-12030-A-DIM 12V,  2.5A

KV-24030-A-DIM 24V,  1.25A 

KV-36030-A-DIM 36V,  0.83A 

KV-48030-A-DIM 48V,  0.63A

KV-12036-P-DIM 12V,  3A

KV-24036-P-DIM 24V,  1.5A 

KV-36036-P-DIM 36V,  1A

KV-48036-P-DIM 48V,  0.75A 

KV-12036-A-DIM 12V,  3A 

KV-24036-A-DIM 24V,  1.5A

KV-36036-A-DIM 36V,  1A 

KV-48036-A-DIM 48V,  0.75A

10W

20W

30W

36W

100-265VAC

100-265VAC

100-265VAC

100-265VAC

CE、RoHS

CE、RoHS

0.15kg

0.15kg

140*45*27mm

140*45*27mm

IP20
with terminals

IP20
with terminals

180*60*35mm

180*60*35mm

0.45kg

0.45kg

262*29*20mm

262*29*20mm

0.35kg

0.35kg

IP67

IP67

CE SAA
RoHS
、 、

CE SAA
RoHS
、 、

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

36V,  0.28A

Dimming: 0-100%

IP20
with terminals

IP20
with terminals

180*60*35mm 0.45kg

CE SAA
RoHS
、 、

CE、RoHS

IP20
with terminals

45W

KV-12045-P-DIM 12V,  3.75A 

KV-24045-P-DIM 24V,  1.87A

KV-36045-P-DIM 36V,  1.25A 

KV-48045-P-DIM 48V,  0.94A

Model Output Input Certificate Size N.W IPPower & Picture

100-265VAC

KV-DIM Series

Constant voltage 

0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 4 in 1)



www.scpower.vn 

CE,SAA, RoHS

KV-12060-A-DIM 12V,  5A 

KV-24060-A-DIM 24V,  2.5A

KV-36060-A-DIM 36V,  1.67A 

KV-48060-A-DIM 48V,  1.25A

KV-12080-A-DIM 12V,  6.67A

KV-24080-A-DIM 24V,  3.34A 

KV-36080-A-DIM 36V,  2.23A

KV-48080-A-DIM 48V,  1.67A 

KV-12100-A-DIM 12V,  8.33A

KV-24100-A-DIM 24V,  4.17A 

KV-36100-A-DIM 36V,  2.78A

KV-48100-A-DIM 48V,  2.09A 

KV-24120-A-DIM 24V,  5A

KV-36120-A-DIM 36V,  3.34A 

KV-48120-A-DIM 48V,  2.5A

KV-12150-A-DIM 12V,  12.5A 

KV-24150-A-DIM 24V,  6.25A

KV-36150-A-DIM 36V,  4.17A 

KV-48150-A-DIM 48V,  3.13A

KV-12200-A-DIM 12V,  16.67A

KV-24200-A-DIM 24V,  8.34A 

KV-36200-A-DIM 36V,  5.56A

KV-48200-A-DIM 48V,  4.17A 

KV-12300-A-DIM

12V,  30A

12V,  25A 

24V,  15A

KV-24300-A-DIM 24V,  12.5A 

100-265VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

CE, RoHS IP66

IP66

IP66

IP66

IP66

IP66

IP66

IP66

IP66

200*70*43mm

200*70*43mm

0.9kg

0.9kg

230*70*43mm

230*70*43mm

256*78*47  mm

256*78*47  mm

276*78*47  mm

276*78*47  mm

276*78*47  mm

1.05kg

1.1kg

1.5kg

1.5kg

1.7kg

1.7kg

1.7kg

60W

80W

100W

120W

150W

200W

300W

KV-12360-A-DIM

KV-24360-A-DIM

360W

TUV-CE, CB,

RoHS

TUV-CE, CB, 

RoHS

TUV-CE, CB, 

RoHS

TUV-CE, CB，

RoHS

KV-12320-A-DIM

KV-24320-A-DIM
320W

12V,  26.67A 

24V,  13.33A 

262*29*20mm 0.35kg IP67

30W

45W

20W

IP67262*29*20mm 0.35kg

180*60*35mm 0.45kg IP20
with terminals

140*45*27mm 0.2kg

36W

IP20
with terminals

IP20
with terminals180*60*35mm

180*60*35mm

0.45kg

0.35kg

0.45kg

IP67262*29*20mm

140*45*27mm 0.17kg IP20
with terminals

100-265VAC

100-265VAC

100-265VAC

100-265VAC

100-265VAC

10W
CE, RoHS

CE, RoHS

CE, RoHS

CE, RoHS

CE, RoHS

CE, RoHS

CE, RoHS

CE,SAA, RoHS

CE, RoHS

-27--26-

KI-25700-P-DIM

KI-50350-A-DIM

KI-35500-A-DIM

KI-25700-A-DIM

KI-20900-A-DIM

KI-80350-A-DIM

KI-45700-A-DIM

KI-36900-A-DIM

30-50V  350mA

21-35V  500mA

15-25V  700mA

12-20V  900mA

50-80V   350mA

27-45V  700mA

22-36V  900mA

KI-50350-P-DIM 30-50V  350mA

KI-60500-A-DIM 36-60V  500mA

KI-301050-A-DIM 18-30V  1050mA

KI-45700-P-DIM 25-45V  700mA

KI-301050-P-DIM 18-30V  1050mA

KI-120350-P-DIM

KI-251400-A-DIM

KI-361050-A-DIM

KI-42900-A-DIM

KI-55700-A-DIM

KI-75500-A-DIM

KI-251400-P-DIM

KI-361050-P-DIM

KI-42900-P-DIM

KI-55700-P-DIM

KI-75500-P-DIM

70-120V  350mA

15-25V  1400mA

15-25V  1400mA

20-36V  1050mA

20-36V  1050mA

25-42V  900mA

25-42V  900mA

30-55V  700mA

33-55V  700mA

45-75V  500mA

45-75V  500mA

KI-90500-P-DIM 55-90V   500mA

KI-65700-P-DIM 40-65V   700mA

KI-50900-P-DIM 30-50V   900mA

KI-451050-P-DIM 28-45V  1050mA

KI-321400-P-DIM   20-32V  1400mA

KI-35500-P-DIM 20-35V  500mA

15-25V  700mA

KI-20900-P-DIM 12-20V  900mA

KI-80350-P-DIM 50-80V  350mA

KI-60500-P-DIM 36-60V  500mA

KI-36900-P-DIM 20-36V  900mA

KI-15700-P-DIM

KI-30350-P-DIM 20-30V  350mA

KI-20500-P-DIM 14-20V  500mA

10-15V  700mA

KI-12900-P-DIM 7-12V    900mA

Model Output Input Certificate Size N.W IP Model Output Input Certificate Size N.W IP

TUV-CE, CB, 
RoHS

TUV-CE, CB，

RoHS

Power & PicturePower & Picture

170-265VAC

IP20
with terminals

TUV-CE, CB, 
RoHS

CE, RoHS

CE, RoHS

TUV-CE, CB, 
RoHS

200-240VAC

Dimming: 0-100%

KV-DIM Series  

Constant voltage 

0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 4 in 1)  Dimming: 0-100%

KI-DIM Series  

Constant current 

0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 4 in 1)  
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60W

80W

100W

120W

1.1kg

1.1kg

IP66

IP66

0.9kg

0.9kg

IP66

IP66

100-265VAC

100-265VAC

100-265VAC

100-265VAC

100-265VAC

100-265VAC

230*70*43mm

230*70*43mm

200*70*43mm

200*70*43mm

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

KI-366500-A-DIM

45-70V   2100mA

40-60V   2500mA

30-50V   2800mA

30-50V   3100mA

25-42V   3500mA

24-36V   4200mA

50-80V   2500mA

45-70V   2800mA

40-65V   3100mA

24-36V   6500mA

256*78*47  mm

256*78*47  mm

1.45kg

1.45kg

IP66

IP66

KI-702100-A-DIM

KI-602500-A-DIM

KI-502800-A-DIM

KI-503100-A-DIM

KI-423500-A-DIM

KI-364200-A-DIM

KI-802500-A-DIM

KI-702800-A-DIM

KI-653100-A-DIM

KI-120500-A-DIM 70-120V 500mA

KI-85700-A-DIM 50-85V  700mA

KI-70900-A-DIM 40-70V  900mA

KI-601050-A-DIM 36-60V  1050mA

KI-421400-A-DIM 25-42V  1400mA

KI-361750-A-DIM 20-36V  1750mA

KI-302100-A-DIM 18-30V  2100mA

KI-85900-A-DIM 50-85V  900mA

KI-751050-A-DIM 45-75V  1050mA

KI-551400-A-DIM 35-55V  1400mA

KI-451750-A-DIM 28-45V  1750mA

KI-362100-A-DIM 20-36V  2100mA

KI-302500-A-DIM 18-30V  2500mA

KI-150700-A-DIM 80-150V  700mA

KI-110900-A-DIM 60-110V  900mA

KI-901050-A-DIM 55-90V  1050mA

KI-701400-A-DIM 45-70V  1400mA

KI-601750-A-DIM 36-60V  1750mA

KI-482100-A-DIM 30-48V  2100mA

KI-402500-A-DIM 25-40V  2500mA

KI-353000-A-DIM 21-35V  3000mA

KI-130900-A-DIM 70-130V  900mA

KI-1151050-A-DIM 60-115V  1050mA

KI-851400-A-DIM 50-85V  1400mA

KI-701750-A-DIM 40-70V  1750mA

KI-552100-A-DIM 33-55V  2100mA

KI-502450-A-DIM 30-50V  2450mA

 KI-422800-A-DIM 25-42V  2800mA

KI-363500-A-DIM 20-36V  3500mA

150W

200W

20W

50W

KI-020-P-DIM

DIP Adjustment

(Multi-current)

KI-050-P-DIM

DIP Adjustment

(Multi-current)

100-265VAC

100-265VAC

140*45*27mm

178*61*24mm

CE、RoHS

CE、RoHS

0.15kg

0.35kg

IP20
with terminals

IP20
with terminals

10-50V  700mA

10-50V  900mA

10-48V  1050mA

10-42V  1200mA

10-36V  1400mA

10-34V  1500mA

3-40V  250mA

3-40V  350mA

3-40V  400mA

3-40V  450mA

3-40V  500mA

3-35V  550mA

3-30V  600mA

3-25V  700mA

-29--28-

Model Output Input Certificate Size N.W IP
Model Output Input Certificate Size N.W IPPower & Picture

Power & Picture

Dimming: 0-100%

KI-DIM Series 

Constant voltage 

0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 4 in 1)  

KI-DIM Series 

Constant current - DIP Adjustment

0-10V/ 1-10V/ Potentiometer/ 10V PWM ( 4 in 1)  
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Dimming: 0-100%

Cost-effective  Constant Current
0-10V/1-10V/Potentiometer/10V PWM (4 in 1) Dimming LED Driver Series

Model Output Input Certificate Size N.W IPPower & Picture

200-250 VAC 0.1kg IP208W

30-50V 150mAKI-50150-DIME

CE、RoHS 85*45*26 mm

24-40V 200mAKI-40200-DIME

20-32V 250mAKI-32250-DIME

16-28V 300mAKI-28300-DIME

15-25V 350mAKI-25350-DIME

28-45V 250mAKI-45250-DIME

24-40V 300mAKI-40300-DIME

22-35V 350mAKI-35350-DIME

18-30V 400mAKI-30400-DIME

16-28V 450mAKI-28450-DIME

15-25V 500mAKI-25500-DIME

12-20V 600mAKI-20600-DIME

28-45V 500mAKI-45500-DIME

24-40V 600mAKI-40600-DIME

22-35V 700mAKI-35700-DIME

15-25V 900mAKI-25900-DIME

13-22V 1050mAKI-221050-DIME

30-50V 700mAKI-50700-DIME

28-45V 900mAKI-45900-DIME

24-40V 1050mAKI-401050-DIME

16-28V 1400mAKI-281400-DIME

13-22V 1750mAKI-221750-DIME

12W

24W

40W

200-250 VAC IP2085*45*26 mm

200-250 VAC IP2085*45*26 mm

200-250 VAC IP20110*45*26 mm

0.1kgCE、RoHS

0.11kgCE、RoHS

0.15kgCE、RoHS

-30-

PART 4
DALI  (DALI-1 & DALI-2) 
Dimming LED Driver Series

( For LED strip, light bar, LED mod le, panel light, down light and other LED light )u

10W-60W 30W-360W 

-31-

KI  DIME Series

25-42V 960mAKI-42960-DIME

20W 50W 30W-45W 60W-200W 
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Dirgram 1

Dirgram 2

-33--32-

Overview

Perfect for LED fixtures

DALI (Digital Addressable Lighting Interface) is a protocol (language) for bi-directional communication between lighting control 

products. The commands can be sent to all devices through broadcast, group address, and short address to control, configure, and 

query the lighting device. For DALI-2, the IEC 62386 standard has been rewritten to make it more rigorous and meticulous, which 

significantly improves product interoperability.

SC Power's DALI (DALI-2) series with 4KHz frequency, are designed to work with a wide range of DALI dimmer and DALI system, 

such as LUTRON, PHILPS and other mainstream brands.  

DA2 Series: Upgraded driver with high frequency exemption assessment 20KHz will come soon.......

KV/KI-xxxxx-DA2-P KV-xxxxx-DA2-A

Constant voltage

30W-60W items: 

Low-profi le endurable plastic shell (IP20)

Constant Current

10W-45W items: 

Low-profi le endurable plastic shell (Ip20)

10W-50W driver with DIP adjustment, makes it easy for muti-current 

and simplify the inventory

Constant voltage

30W-360W items:

Compact aluminum shell for outdoor waterproof use

Flicker-free

20KHz high frequency (DA2)

NFC function

Setting fine-tuning of output voltage 

and address

Full range

Dimming range: 0.1-100%

Continuous

Smooth

Outstanding
Performance

DALI

 Dimming LED Driver Series

  (DALI-1 & DALI-2) 

DALI-2 protocol

Different versions

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light, down light, panel light and other LED fixtures.

DAP-G2 DAP-G3 DAP-G4DAP-G1 DAR-G1DAR-AC-G1DAP-AC-G1
DALI BUS

Power Supply
DA-BP-01

DALI Dimmer (Page 47-48 )

DALI Touch

DALI Rotary Dimmer

AC 100-265V

AC 100-265V

DALI Master PC

LED

DALI BUS

LED

Dimmable Driver

Dimmable Driver

→→→→→→

→→→→→→

DALI Touch

DALI Rotary Dimmer

AC 100-265V

DALI POWER

LED

DALI BUS

AC 100-265V

Dimmable Driver
→→→→→→

AC 100-265V

LED

DALI BUS

AC 100-265V

LUTRON
GRAFIK Eye QS
with DALI Controller

Dimmable Driver
→→→→→→

Dirgram 3

DALI-2 DALI-1 DALI-1 DALI-1 DALI-1DALI-2
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Dimming: 0.1-100%     

Constant Voltage
DALI Dimming LED Driver
NFC function: Fine-tuning output voltage and setting address

Dimming: 0.1-100%     

Constant Current
DALI Dimming LED Driver

DIP Adjustment ( Multi-current )

Power & Picture Model Output Input Certificate IP Rating

KV-12030-DA2-P 12V, 2.5A

200-240VAC
DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

KV-24030-DA2-P 24V, 1.25A

KV-36030-DA2-P 36V, 0.83A

KV-48030-DA2-P 48V, 0.63A

KV-12030-DA2-A 12V, 2.5A

KV-24030-DA2-A 24V, 1.25A

KV-36030-DA2-A 36V, 0.83A

KV-48030-DA2-A 48V, 0.63A

KV-12060-DA2-P 12V, 5A

KV-24060-DA2-P 24V, 2.5A

KV-36060-DA2-P 36V, 1.67A

KV-48060-DA2-P 48V, 1.25A

KV-12060-DA2-A

KV-24060-DA2-A

KV-36060-DA2-A

KV-48060-DA2-A

KV-12100-DA2-A 12V, 8.34A

KV-24100-DA2-A 24V, 4.17A

KV-36100-DA2-A 36V, 2.78A

KV-48100-DA2-A 48V, 2.08A

KV-12150-DA2-A 12V, 12.5A

KV-24150-DA2-A 24V, 6.25A

KV-36150-DA2-A 36V, 4.17A

KV-48150-DA2-A 48V, 3.13A

KV-12200-DA2-A 12V, 16.67A

KV-24200-DA2-A 24V, 8.34A

KV-36200-DA2-A 36V, 5.56A

KV-48200-DA2-A 48V, 4.17A

KV-12300-DA2-A 12V, 25A

KV-24300-DA2-A 24V, 12.5A

KV-36300-DA2-A 36V, 8.34A

KV-48300-DA2-A 48V, 6.25A

KV-12360-DA2-A 12V, 30A

KV-24360-DA2-A 24V, 15A

KV-36360-DA2-A 36V, 10A

KV-48360-DA2-A 48V, 7.5A

200-240VAC

200-240VAC

200-240VAC

200-240VAC

200-240VAC

200-240VAC

12V, 5A

24V, 2.5A

36V, 1.67A

48V, 1.25A

30W

60W

100W

150W

200W

300W

360W

IP66

IP66

IP66

IP66

IP66

IP66

IP66

IP20
with terminals

IP20
with terminals

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

Power & Picture Model

3-50V  150mA

3-50V  400mA

3-50V  800mA

3-50V  200mA

3-50V  450mA

3-50V  900mA

3-45V  250mA

3-45V  500mA

3-45V  1000mA

3-40V  300mA

3-40V  550mA

3-40V  1100mA

3-35V  350mA

3-35V  600mA

3-35V  1200mA

3-30V  400mA

3-30V  650mA

3-30V  1300mA

3-25V  450mA

3-25V  700mA

3-25V  1400mA

3-50V  100mA

3-50V  350mA

3-50V  700mA

Output

10W

20W

40W

KI-010-DA2-P

DIP Adjustment

(Multi-current)

KI-020-DA2-P

DIP Adjustment

(Multi-current)

KI-040-DA2-P

DIP Adjustment

(Multi-current)

Input Certificate IP Rating

200-240VAC

200-240VAC

200-240VAC

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

DALI-2 ENEC

CB Pending

、 、

、

CE、RoHS

IP20
with terminals

IP20
with terminals

IP20
with terminals

KV-DA2 Series (DALI-2) KI-DA2 Series (DALI-2)

-34- -35-
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DALI&Push Dim (2 in 1) 
Dimming LED Driver Series

( For LED strip, light bar, LED mod le, panel light, down light and other LED light )u

25W-50W

30W-100W 

80W-360W

20W-40W

75W-90W

30W-100W 

-39-

N

L

OFF Touch D im

ON

Push-DALI-Dim  

Dimmable D river

20-16AWG
Or 0.5-1.5mm2

L
N

INPUT
18-16AWG
Or 0.75-1.5mm

2

PUSHDIMD
A

/N

D
im

m
in

g

D
A

 /L

DA/N

DA/L

_ DALI

L

N

+

-

Push-DALI-Dim  

Dimmable D river

20-16AWG
Or 0.5-1.5mm2

L
N

INPUT
18-16AWG
Or 0.75-1.5mm

2

PUSHDIMD
A

/N

D
im

m
in

g

D
A

 /L

DA/N

DA/L

_ DALI

L

N

+

-

Push-DALI-Dim  

Dimmable D river

20-16AWG
Or 0.5-1.5mm2

L
N

INPUT
18-16AWG
Or 0.75-1.5mm

2

PUSHDIMD
A

/N

D
im

m
in

g

D
A

 /L

DA/N

DA/L

_ DALI

L

N

+

-

DALI Touch

DALI Rotary Dimmer

DALI POWER

DALI BUS

AC 100-277V
Push-DALI-Dim  

Dimmable D river

L
N

INPUT

18-16AWG
Or 0.75-1.5mm2

PUSHDIMD
A

/N

D
im

m
in

g

D
A
 /L

DA/N

DA/L

DALI

L

N

20-16AWG
Or 0.5-1.5mm 2

+

-

→→ →→ →→

Wiring diagram

Dirgram 1

Dirgram 2

AC

N

L

AC

DA/N

DA/L

DAP-G2 DAP-G3 DAP-G4DAP-G1 DAR-G1DAR-AC-G1DAP-AC-G1
DALI BUS

Power Supply
DA-BP-01

DALI Dimmer (Page 47-48 )

-38-
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Dimming: 1-100%

Power & Picture Model Output Input Certificate Size N.W. IP Rating

KI-020-DA

DIP Adjustment

(Multi-current)

10W

|

20W

3-50V  350mA

3-50V  400mA

3-45V  450mA

3-40V  500mA

3-35V  550mA

3-30V  600mA

3-25V  700mA

3-50V  250mA

CE、RoHS 140*45*27mm 0.15kg

10-50V   700mA

10-50V   900mA

10-48V  1050mA

10-42V  1200mA

10-36V  1400mA

10-34V  1500mA

KI-050-DA

DIP Adjustment

(Multi-current)

100-265 VAC

100-265 VAC 178*61*24mm 0.35kg50W CE、RoHS

KI-80350-DA 56-80V  350mA

KI-60500-DA 42-60V 500mA

KI-45700-DA 32-45V  700mA

KI-36900-DA 25-36V  900mA

KI-301050-DA 21-30V  1050mA

180*60*35mm 0.5kg IP20
with terminals

30W CE、RoHS100-265VAC

100-265VAC

100-265VAC

100-265VAC

KI-251400-DA

KI-361050-DA

KI-42900-DA

KI-55700-DA

KI-75500-DA 

17-25V  1400mA

25-36V  1050mA

29-42V  900mA

38-55V  700mA

52-75V  500mA

36W 180*60*35mm 0.5kg IP20
with terminals

CE、RoHS

KI-90500-DA 63-90V  500mA

KI-65700-DA 45-65V   700mA

KI-50900-DA 35-50V  900mA

KI-451050-DA 31-45V   1050mA

KI-351400-DA 25-35V   1400mA

45W 180*60*35mm 0.5kg IP20
with terminals

CE、RoHS

KI-65900-DA

KI-601050-DA

KI-451400-DA

45-65V   900mA

42-60V   1050mA

31-45V   1400mA
1.05kg IP66210*70*43mm

KI-85700-DA 59-85V   700mA

60W CE、RoHS

KI-361750-DA

KI-302100-DA

25-36V   1750mA

21-30V   2100mA

IP20
with terminals

IP20
with terminals

Dimming: 1-100%

63-90V  1050mA

91-130V  900mA

49-70V  1400mA

33-48V  2100mA

59-85V  1400mA

28-40V  2500mA

49-70V  1750mA

25-36V  3000mA

38-55V  2100mA

105-150V  700mA

35-50V  2450mA

77-110V  900mA

42-60V  1750mA

KI-130900-DA

KI-1151050-DA

KI-851400-DA

KI-701750-DA

KI-552100-DA

KI-502450-DA

KI-901050-DA

KI-701400-DA

KI-482100-DA

KI-402500-DA

KI-363000-DA

KI-150700-DA

KI-110900-DA

KI-601750-DA

80-115V  1050mA

100W

120W

IP661.1kg230*70*43mmCE、RoHS

CE、RoHS 230*70*43mm 1.1kg IP66

Power & Picture Model Output Input Certificate Size N.W. IP Rating

KI-85900-DA

KI-751050-DA

KI-551400-DA

KI-451750-DA

KI-362100-DA

KI-302500-DA

59-85V   900mA

52-75V   1050mA

38-55V   1400mA

25-36V   2100mA

32-45V   1750mA

21-30V   2500mA

1.1kg IP66210*70*43mm80W CE、RoHS100-265VAC

100-265VAC

100-65VAC

100-265VAC

100-265VAC

29-42V  2800mA KI-422800-DA

25-36V  3500mAKI-363500-DA

49-70V  2100mA

42-60V   2500mA

35-50V   2800mA

35-50V   3100mA

29-42V   3500mA

KI-702100-DA

KI-602500-DA

KI-502800-DA

KI-503100-DA

KI-423500-DA

150W CE、RoHS 256*78*47mm 1.5kg IP66

25-36V   4200mAKI-364200-DA

56-80V   2500mAKI-802500-DA

49-70V   2800mAKI-702800-DA

45-65V   3100mAKI-653100-DA

25-36V   6500mAKI-366500-DA

200W CE、RoHS 256*78*47mm 1.5kg IP66

-36- -37-

Constant Current
DALI Dimming LED Driver

KI-DA Series (DALI-1)
Constant Current
DALI Dimming LED Driver

KI-DA Series (DALI-1)



www.scpower.vn 

-41--40-

Overview

Perfect for LED fixtures

SC Power's DALI & Push-Dim 2 in 1 series, are designed to work with a wide range of DALI dimmer/DALI system or PUSH dimmer, 

such as LUTRON, PHILPS and other mainstream brands. Conform to DALI protocol IEC 62386.

100W-360W drivers and 30W-100W DPS DPL drivers: Upgraded driver with high frequency exemption assessment 4KHz will come 

soon.......

KV-xxxxx-DP KV-xxxxx-DPS/DPL

Constant voltage

25W-90W items: 

Low-profi le endurable plastic shell (IP20)

80W-360W items:

Compact aluminum shell for outdoor waterproof use 

(IP66)

Constant voltage

DPS items: 

Linear plastic shell (IP 20)

DPL items:

Linear aluminum shell for outdoor 

waterproof use (IP 66)

Flicker-free

4K high frequency
4KHz High frequency

DiiA member

Continuous

Smooth

Outstanding
Performance

DALI & Push-Dim 2 in 1 Dimming LED Driver Series

2 in 1

DALI & Push-Dim (DALI-1)

KI-xxxxx-DP

Constant current 

20W-40W items: 

with DIP adjustment, makes it easy 

for muti-current and simplify the 

inventory

Linear aluminum shell with 

terminals (IP20)

Different versions

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light, down light, panel light and other LED fixtures.

KV-12025-DP 12V,  2.08A

KV-24025-DP 24V,  1.04A 

25W

30W

36W

IP20
with terminals

0.21kg100-265VAC 154*54*20mmCE、RoHS

12V,  2.5A KV-12030-DPS

KV-24030-DPS 24V,  1.25A 

260*30*18.5mm

260*30*18.5mm

260*32*20mm

260*32*20mm

100-277VAC

100-277VAC

TUV-CE、CB、

 Pending、
RoHS

TUV-CE、CB、

 Pending、
RoHS

TUV-CE、CB、

 Pending、
RoHS

TUV-CE、CB、

 Pending、
RoHS

IP20
with terminals

IP20
with terminals

0.2kg

0.2kg

Dimming: 0.1-100%

IP66

IP66

0.35kg

0.35kg

12V,  2.5A KV-12030-DPL

KV-24030-DPL 24V,  1.25A 

12V,  3A KV-12036-DPS

KV-24036-DPS 24V,  1.5A 

12V,  3A KV-12036-DPL

KV-24036-DPL 24V,  1.5A 

KV-12050-DP 12V,  4.17A

KV-24050-DP 24V,  2.08A 

12V,  5AKV-12060-DPS

24V,  2.5AKV-24060-DPS

12V,  5AKV-12060-DPL

24V,  2.5AKV-24060-DPL

60W

50W

KV-12075-DP 12V,  6.25A 

KV-24075-DP 24V,  3.1A

75W

IP20
with terminals

178*61*24mm 0.35kg100-265VAC CE、RoHS

100-277VAC

300*30*18.5mm

300*32*20mm

IP20
with terminals

0.3kg

IP660.45kg

IP20
with terminals

180*60*35mm 0.45kg100-265VAC

Constant Voltage

DALI & Push-Dim (2 in 1) Dimming LED Driver

Model Output Input Certificate Size N.W IPPower & Picture

TUV-CE、CB、

 Pending、
RoHS

TUV-CE、CB、

 Pending、
RoHS

KV-12090-DP 12V,  7.5A 

KV-24090-DP 24V,  3.75A

90W
IP20

with terminals
180*60*35mm 0.45kg100-265VAC

KV-DP Series

TUV-CE、CB、

 Pending、
RoHS

TUV-CE、CB、

 Pending、
RoHS

DT6

Full range

Dimming range: 0.1-100%
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Dimming: 0.1-100%

KV-12080-DP 12V,  6.67A

KV-24080-DP 24V,  3.34A 

KV-12100-DP 12V,  8.34A

KV-24100-DP 24V,  4.17A 

12V,  8.33A KV-12100-DPS

KV-24100-DPS 24V,  4.16A 

KV-12120-DP 12V,  10A

KV-24120-DP 24V,  5A 

KV-12150-DP 12V,  12.5A

KV-24150-DP 24V,  6.25A 

KV-12200-DP 12V,  16.67A 

KV-24200-DP 24V,  8.34A

12V,  25A KV-12300-DP

KV-24300-DP 24V,  12.5A 

12V,  26.67AKV-12320-DP

24V,  13.34AKV-24320-DP

12V,  30AKV-12360-DP

24V,  15AKV-24360-DP

80W

12V,  8.33A KV-12100-DPL

KV-24100-DPL 24V,  4.16A 

100W

120W

150W

200W

300W

320W

360W

1.1kg210*70*43mm IP66
TUV-CE、CB、

RoHS

1.1kg210*70*43mm IP66
TUV-CE、CB、

RoHS

330*30*22mm

330*32*23mm

100-277VAC

IP20
with terminals

0.4kg

IP66

1.1kg210*70*43mm IP66
TUV-CE、CB、

RoHS

1.2kg245*70*43mm IP66
TUV-CE、CB、

RoHS

1.2kg245*70*43mm IP66
TUV-CE、CB、

RoHS

1.65kg276*78*47mm IP66
TUV-CE、CB、

RoHS

1.65kg276*78*47mm IP66
TUV-CE、CB、

RoHS

1.65kg276*78*47mm IP66CE、RoHS

Constant Voltage

DALI & Push-Dim (2 in 1) Dimming LED Driver

Model Output Input Certificate Size N.W IPPower & Picture

0.55kg

TUV-CE、CB、

 Pending、
RoHS

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

100-265VAC

TUV:

200-240VAC

170-265VAC

TUV:

200-240VAC

170-265VAC

3-50V  350mA

3-50V  400mA

3-45V  450mA

3-40V  500mA

3-35V  550mA

3-30V  600mA

3-25V  700mA

10-50V  600mA

10-50V  700mA

10-50V  750mA

10-50V  800mA

10-48V  850mA

10-45V  900mA

10-42V  950mA

10-35V  1050mA

3-50V  250mA

KI-020-DP

DIP Adjustment

(Multi-current)

KI-040-DP

DIP Adjustment

(Multi-current)

100-265 VAC
CE

RoHS
、SAA、

100-265 VAC

245*30*20.5mm 0.2kg IP20

285*30*20.5mm 0.25kg IP20

20W

40W
CE

RoHS
、SAA、

Dimming: 1-100%

Constant Current - DIP adjustment

DALI & Push-Dim (2 in 1) Dimming LED Driver

Model Output Input Certificate Size N.W IPPower & Picture

KV-DP Series KI-DP Series
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DMX512 dimmable LED Driver

PART 6

A shell: 30W-360W

( For DW/TW/RGB/RGBW/RGBTW LED light )

Wiring diagram

Dirgram -1  CH  DW

Dirgram -2  CH  TW

Dirgram -3  CH  RGB

Dirgram -4  CH  RGBW

Dirgram -5  CH  RGBTW

V+
R
G
B
T
W

→→

→→

→→

→→

→→

LED
→→

→→

→→

→→

→→

→→

→→

→→

→→

→→

DMX/RDM 

+
-
-
-
-
-

L

N

IN
P

U
T

D+
D-

GND

DMX DRIVERAC
L

N
~

Set output by NFC

DMX/RDM 

→→

→→

→→

→→

LED
→→

→→

→→

→→

→→

→→

→→

→→

+
-
-
-
-

L

N

IN
P

U
T

D+
D-

GND

DMX DRIVERAC
L

N
~

Set output by NFC V+
R
G
B
W

DMX/RDM 

→→

→→

→→

LED
→→

→→

→→

→→

→→

→→

+
-
-
-

L

N

IN
P

U
T

D+
D-

GND

DMX DRIVERAC
L

N
~

Set output by NFC V+
R
G
B

V+
C
W

DMX/RDM 

→→

→→

LED
→→

→→

→→

→→

+
-
-L

N

IN
P

U
T

D+
D-

GND

DMX DRIVERAC
L

N
~

Set output by NFC

V+
V- →→

LED
→→→→

+
-

DMX/RDM 

L

N

IN
P

U
T

D+
D-

GND

DMX DRIVERAC
L

N
~

Set output by NFC

P shell: 30W-60W

IP20 IP66 for indoor and outdoor 

-44-
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Overview
Dimming: 0-100%

Constant Voltage

DMX512 Dimming LED Driver Series

Power Model Output Input Address setting Certificate

KVX-12030- C-x y

x=1,2,3,4,5 y=A, P (shell) 

30W
( x=1, 2 CH

y=A, P )

KVX-12030- C-x y 11-13V, 2.5A/  xCH

100-277VAC

100-277VAC

100-277VAC

100-277VAC

100-277VAC

100-277VAC

NFC/RDM

NFC/RDM

NFC/RDM

NFC/RDM

NFC/RDM

NFC/RDM

ENEC CB 

Pending

CE RoHS

、

、

、

-47-

Note:  These drivers with fine-tuning output voltage by NFC as below:

Output voltage 12V: 11-13V                      Output voltage 24V: 23-25V

Output voltage 36V: 34-38V                      Output voltage 48V: 46-50V

KVX-24030- C-x y 23-25V, 1.25A/  xCH

KVX-36030- C-x y 34-38V, 0.83A/  xCH

KVX-48030- C-x y 46-50V, 0.63A/  xCH

KVX-12060- C-x y 11-13V, 5A/  xCH

KVX-24060- C-x y 23-25V, 2.5A/  xCH

KVX-36060- C-x y 34-38V, 1.67A/  xCH

KVX-48060- C-x y 46-50V, 1.25A/  xCH

KVX-12100- C-x y 11-13V, 8.34A/  xCH

KVX-24100- C-x y 23-25V, 4.17A/  xCH

KVX-36100- C-x y 34-38V, 2.78A/  xCH

KVX-48100- C-x y 46-50V, 2.09A/  xCH

KVX-12150- C-x y 11-13V, 12.5A/  xCH

KVX-24150- C-x y 23-25V, 6.25A/  xCH

KVX-36150- C-x y 34-38V, 4.17A/  xCH

KVX-48150- C-x y 46-50V, 3.13A/  xCH

KVX-12200- C-x y 11-13V, 16.67A/  xCH

KVX-24200- C-x y 23-25V, 8.34A/  xCH

KVX-36200- C-x y 34-38V, 5.56A/  xCH

KVX-48200- C-x y 46-50V, 4.17A/  xCH

KVX-12300- C-x y 11-13V, 25A/  xCH

KVX-24300- C-x y 23-25V, 12.5A/  xCH

KVX-36300- C-x y 34-38V, 8.34A/  xCH

KVX-48300- C-x y 46-50V, 6.25A/  xCH

60W
( x=1, 2 CH

y=A, P )

100W
( x=1, 2, 3, 4, 5 CH

y=A )

150W
( x=1, 2  CH

y=A )

, 3, 4, 5

200W
( x=1, 2  CH

y=A )

, 3, 4, 5

300W
( x=1, 2  CH

y=A )

, 3, 4, 5

Shengchang DMX dimmable LED Driver with NFC/RDM function for setting address, including with constant voltage 1 to 5 Channel 

30W to 300W. Setting fine adjustment output voltage by NFC;Constant current 1 to 2 Channel 10W to 40W, Setting ouptut current 

by NFC.

This series based on DMX 512 protocal , be provided with RDM/NFC function. The Remote Device Management Protocol( RDM), It 

can realize the function of remotely assigning addresses, reading device information, devices recognition, and personalizing 

devices.

The Near Field Communication(NFC) base on NFC wireless transmission protocol, it can set the DMX address for the power supply 

and adjust the output voltage or current of the power supply without power on. 

The RDM and NFC functions eliminate unnecessary holes in the power supply and increase the waterproof performance of the 

power supply.

A shell

Aluminum shell, Waterproof IP66

Constant voltage

30W-360W items

Constant current

10W-40W items

NFC function

Setting address & 

Fine-tuning of output voltage

1CH...5CH for choice

DW/TW/RGB/RGBW/RGBTW

Full dimming range: 0-100%Continuous

Smooth

Outstanding
Performance

With RDM remote device management protocol

Different versions

Plastic shell, IP20

Constant voltage

30W-60W items

Constant current

10W-40W items

P shell

A: Waterproof IP66 P: IP20

IP20 IP66 for indoor and outdoor

Waterproof IP66

KVX-12360- C-x y 11-13V, 30A/  xCH

KVX-24360- C-x y 23-25V, 15A/  xCH

KVX-36360- C-x y 34-38V, 10A/  xCH

KVX-48360- C-x y 46-50V, 7.5A/  xCH

100-277VAC NFC/RDM

360W
( x=1, 2  CH

y=A )

, 3, 4, 5

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

KVX Series

-46-

V+ ADJ
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+-
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+-
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+-
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+-
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Dimming: 0-100%

Constant Current

DMX Dimming LED Driver Series

-49-

Dimming: 0-100%

Constant Current

DMX Dimming LED Driver Series

Power Model Output Input Address setting Certificate

10W

1 CH
( y=A, P )

20W

1 CH
( y=A, P )

KIX-010-1C-

(Multi-current)

y

NFC Adjustment

KIX-020-1C-

(Multi-current)

y

NFC Adjustment

6-50V, 100mA

6-50V, 250mA

6-50V, 150mA

6-50V, 200mA

6-50V, 250mA

6-50V, 300mA

6-50V, 350mA

6-50V, 400mA

6-50V, 450mA

6-50V, 500mA

6-50V, 550mA

6-50V, 300mA

6-50V, 350mA

6-50V, 400mA

6-50V, 450mA

6-50V, 500mA

6-50V, 550mA

6-50V, 600mA

6-50V, 650mA

6-50V, 700mA

Power Model Output Input Address setting Certificate

20W

2 CH
( y=A, P )

40W

1 CH
( y=A, P )

40W

2 CH
( y=A, P )

KIX-020-2C-

(Multi-current)

y

NFC Adjustment

KIX-040-1C-

(Multi-current)

y

NFC Adjustment

KIX-040-2C-

(Multi-current)

y

NFC Adjustment

6-50V, 100mA

6-50V, 250mA

6-50V, 150mA

6-50V, 300mA

6-50V, 200mA

6-50V, 350mA

6-50V, 250mA

6-50V, 400mA

6-50V, 300mA

6-50V, 450mA

6-50V, 350mA

6-50V, 500mA

6-50V, 400mA

6-50V, 550mA

6-50V, 450mA

6-50V, 600mA

6-50V, 500mA

6-50V, 650mA

6-50V, 550mA

6-50V, 700mA

6-50V, 500mA

6-50V, 600mA

6-50V, 700mA

6-50V, 800mA

6-50V, 900mA

6-50V, 1000mA

6-50V, 1100mA

6-50V, 1200mA

6-50V, 1300mA

6-50V, 1400mA

100-277VAC NFC/RDM

100-277VAC NFC/RDM

100-277VAC NFC/RDM

100-277VAC NFC/RDM

100-277VAC NFC/RDM

IP20 IP66 for indoor and outdoor

Ip20 IP66 for indoor and outdoor
KVX-12030- C-x y

x=1,2,3,4,5 y=A, P (shell) 

A: Waterproof IP66 P: IP20

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

KIX SeriesKIX Series

-48-

1CH...5CH for choice

DW/TW/RGB/RGBW/RGBTW
1CH...2CH for choice

DW/TW
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PART 7

Wireless Dimming LED Driver Series

PART 7
Wireless Dimming LED Driver Series

( For LED strip, light bar, LED mod le, pane lightl, down light and other LED light )u

60W 100W

Wireless control lighting wiring diagram

Shengchang Bluetooh/ Zigbee/ WiFi wireless dimming power supply can be epuipped with multi-brand wireless communication modules, such 

as TUYA, JIABITAI, WIZ, CASAMIBI and other wireless dimming modules. 

The conventional wireless dimmable power supply is equipped with a TUYA wireless dimming module. The lighting can be flexibly controlled 

through the mobile app. Such as setting scene, area control , timming dimming, music control, etc. When the power supply is combined with 

the Bluetooth/ Zigbee gateway, remote control can be realized, voice control lighting can also be realized through the smart speaker. 

Upgraded driver with high frequency exemption assessment 8KHz will come soon.......

Bluetooth,  ZigBee,  Wifi

Bluetooth,  ZigBee,  Wifi

AC 
100V-265V

Output

Output
AC 

100V-265V

 Light  Control

WIFI Router

Bluetooth Gateway

Bluetooth

AC 
100V-265V

Output

Output
AC 

100V-265V

 Light  Control

WIFI Router

ZigBee Gateway

ZigBee

AC 
100V-265V

Output

Output
AC 

100V-265V

 Light  Control

WIFI Router

Wifi

Bluetooth

ZigBee

Wifi

Dimmable Driver Dimmable Controller

IP20

With wire

IP20

With terminal
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Wireless dimmable driver

KVB-12060- C-Px 12V,  5A

48V,  1.25A

24V,  2.5A BLE

BLE

100-277VAC

100-277VAC

IP20
with terminals

IP66

Model Output Input SizeMode IPPower & Picture

KVB-24060- C-Px

KVB-48060- C-Px

KVZ-12060- C-Px

KVZ-24060- C-Px

KVZ-48060- C-Px

KVW-12060- C-Px

KVW-24060- C-Px

KVW-48060- C-Px

12V,  5A

48V,  1.25A

24V,  2.5A 

12V,  5A

48V,  1.25A

24V,  2.5A 

60W
( x=1, 2, 3, 

4, 5 CH )

ZigBee

ZigBee

Wifi

Wifi

192.5*62*24mm

230*78*25mm

KVB-12100- C-Ax 12V,  8.34A

48V,  2.08A

24V,  4.17A KVB-24100- C-Ax

KVB-48100- C-Ax

KVZ-12100- C-Ax

KVZ-24100- C-Ax

KVZ-48100- C-Ax

KVW-12100- C-Ax

KVW-24100- C-Ax

KVW-48100- C-Ax

100W
( x=1, 2, 3, 

4, 5 CH )

12V,  8.34A

48V,  2.08A

24V,  4.17A 

12V,  8.34A

48V,  2.08A

24V,  4.17A 

KV : Bluetooth,  KV : ZigBee,  KV : WifiB Z W

N.W

0.5Kg

0.75Kg

Certificate

ENEC CB 

Pending

CE RoHS

、

、

、

ENEC CB 

Pending

CE RoHS

、

、

、

PART 8
Non-Dimming LED Driver Series

(PFC EMC high power factor)
( For LED strip, light bar, LED mod le, panel light, down light and other LED light )u

60W-360W

30W-150W30W-150W

30W-36W

Wireless dimmable controller
KV : Bluetooth,  KV : ZigBeeB Z

Model Output SizePicture Certificate

KVB-5A C-W
( =1,2,3 CH)

x
x

KVB-5A C-T
( =3,4,5 CH)

x
x

12-48V,  *5Ax

12-48V,  *5Ax

Dim Way

Bluetooth

Bluetooth

CE RoHS、

Input

12-48V

12-48V

65*35*24mm

102*44*26mm

KVZ-5A C-W
( =1,2,3 CH)

x
x

KVZ-5A C-T
( =3, 4, 5 CH)

x
x

ZigBee

ZigBee

IP

IP20

With terminal
CE RoHS、

IP20

With wire
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Overview

Perfect for LED fixtures

SC Power's Non-dimmable LED driver, with its high power factor & high effi ciency are designed for the energy saving

KV-xxxxx-AS KV-xxxxx-ASS/ASL

30W-36W items: 

Linear aluminum shell for outdoor waterproof use 

(IP 67)

60W-360W items:

Compact aluminum shell for outdoor waterproof use 

(IP 66)

ASS items: 

Linear plastic shell (IP 20) 

ASL items:

Linear aluminum shell for outdoor waterproof use 

(IP 66)

Perfect to use for LED tape/strip, modules, LED bar light, cabinet light, kitchen light and other LED fixtures.

THD<10%

Reliable design

Outstanding
Performance

High power factor

PF up to 0.99

Non-Dimming LED Driver Series

Different versions

30W

KV-12030-ASS

KV-24030-ASS

12V,  2.5A

 

 

 

24V,  1.25A

100-277 VAC

100-277 VAC

100-277 VAC

100-265 VAC

100-265 VAC

100-265 VAC

0.21kg

0.2kg

0.3kg

0.35kg

0.35kg

0.45kg

0.25kg

0.25kg

1.1kg

IP20

with terminal

IP20

with terminal

IP20

with terminal

IP66

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

CE、RoHS

SAA

CE RoHS

、

、

KV-36030-ASS

KV-48030-ASS

36V,  0.83A

 

 

 

48V,  0.625A

KV-12030-ASL

KV-24030-ASL

12V,  2.5A

 

 

 

24V,  1.25A

KV-36030-ASL

KV-48030-ASL

36V,  0.83A

 

 

 

48V,  0.625A

KV-12030-AS

KV-24030-AS

12V,  2.5A

 

 

 

24V,  1.25A

KV-36030-AS

KV-48030-AS

36V,  0.83A

 

 

 

48V,  0.625A

KV-12036-ASS

KV-24036-ASS

12V,  3A

 

 

 

24V,  1.5A

KV-36036-ASS

KV-48036-ASS

36V,  1A

 

 

48V,  0.75A

KV-12036-ASL

KV-24036-ASL

KV-36036-ASL

KV-48036-ASL

KV-12036-AS

KV-24036-AS

KV-36036-AS

KV-48036-AS

12V,  3A

 

 

24V,  1.5A

36V,  1A

 

 

48V,  0.75A

12V,  3A

 

 

24V,  1.5A

36V,  1A

 

 

48V,  0.75A

KV-12060-ASS

KV-24060-ASS

12V,  5A

24V,  2.5A

KV-36060-ASS

KV-48060-ASS

36V,  1.67A

48V,  1.25A

KV-12060-ASL

KV-24060-ASL

12V,  5A

24V,  2.5A

KV-36060-ASL

KV-48060-ASL

36V,  1.67A

48V,  1.25A

KV-12060-AS

KV-24060-AS

12V,  5A

24V,  2.5A

KV-36060-AS

KV-48060-AS

36V,  1.67A

48V,  1.25A

36W

60W Ip6

IP66

IP66

Power & Picture Model Output Input Certificate Size N.W IP

260*30*18.5mm

260*30*18.5mm

300*30*18.5mm

260*32*20mm

260*32*20mm

300*32*20mm

262*29*20mm

262*29*20mm

200*70*43mm

IP67

IP67

CE、RoHS

KV-36080-AS 12V,  2.22A

KV-48080-AS 24V,  1.67A

80W

KV-12080-AS 12V,  6.67A

KV-24080-AS 24V,  3.33A
100-265 VAC 1.1kg IP66200*70*43mm

SAA

CE RoHS

、

、

CE、RoHS

PF≥0.95

Constant Voltage

Non-Dimmable  LED Driver

KV-AS Series
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PART 9

LED Controller Series

Triac dimmer
TDP-250-T1

Triac dimmer
TDP-250-T2

Triac dimmer
TDR-300-T1
TDR-300-T2

0-10V dimmer
DIMP50-T1

0-10V dimmer
DIMP50-T2

DALI dimmer
DAP-G2

DALI dimmer
DAP-G3

DALI dimmer
DAP-G4

DALI dimmer
DAR-G1

DALI dimmer
DAP-G1

DALI dimmer
DAR-AC-G1

DALI BUS
Power Supply

DA-BP-01

0-10V dimmer
DIMR50-T1

DALI dimmer
DAP-AC-G1

KV-12100-ASS

KV-24100-ASS

12V,  8.33A

 

 

 

24V,  4.17A

KV-36100-ASS

KV-48100-ASS

36V,  2.78A

48V,  2.08A

KV-12100-ASL

KV-24100-ASL

12V,  8.33A

 

 

 

24V,  4.17A

KV-36100-ASL

KV-48100-ASL

36V,  2.78A

48V,  2.08A

KV-12100-AS

KV-24100-AS

12V,  8.33A

 

 

 

24V,  4.17A

KV-36100-AS

KV-48100-AS

36V,  2.78A

48V,  2.08A

100W

KV-12150-AS

KV-24150-AS

KV-36150-AS

KV-48150-AS

12V,  12.5A

24V,  6.25A

36V,  4.17A

48V,  3.13A

KV-24200-AS

KV-36200-AS

KV-48200-AS

24V,  8.33A

36V,  5.56A

48V,  4.17A

KV-12200-AS 12V,  16.67A

KV-24300-AS

KV-36300-AS

KV-48300-AS

24V,  12.5A

36V,  8.33A

48V,  6.25A

KV-12300-AS 12V,  25A

KV-24320-AS

KV-36320-AS

KV-48320-AS

24V,  13.34A

36V,  8.89A

48V,  6.67A

KV-12320-AS 12V,  26.67A

150W

200W

300W

320W

100-277 VAC

0.4kg

0.55kg

IP20

with terminal
CE、RoHS

CE、RoHS IP66

100-265 VAC

100-265 VAC

100-265 VAC

100-265 VAC

100-265 VAC

1.05kg

1.5kg

1.5kg

1.7kg

1.7kg

IP66

IP66

IP66

IP66

IP66

CE、RoHS

CE、RoHS

CE、RoHS

PFC EMC High power factor constant voltage driver

Power & Picture Model Output Input Certificate Size N.W IP

PF≥0.95

330*32*23mm

330*30*22mm

230*70*43mm

256*80*53mm

256*80*53mm

276*78*47mm

276*78*47mm

SAA

CE RoHS

、

、

CE、RoHS

SAA

CE RoHS

、

、

SAA

CE RoHS

、

、

CE、RoHS

KV-12150-ASS

KV-24150-ASS

12V,  12.5A

 

 

 

24V,  6.25A

KV-36150-ASS

KV-48150-ASS

36V,  4.17A

48V,  3.13A

KV-12150-ASL

KV-24150-ASL

12V,  12.5A

 

 

24V,  6.25A

KV-36150-ASL

KV-48150-ASL

36V,  4.17A

48V,  3.13A

100-277 VAC

0.4kg

0.55kg

IP20

with terminal
CE、RoHS

CE、RoHS IP66330*32*23mm

368*30*22.5mm

KV-24360-AS

KV-36360-AS

KV-48360-AS

24V,  15A

36V,  10A

48V,  7.5A

KV-12360-AS 12V,  30A

360W 100-265 VAC 1.7kg IP66CE、RoHS 276*78*47mm
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LED CONTROLLER

TRIAC DIMMER

Model   Output Size Control Mode   Input 

TDP250-T1

250W 86*86*40mm

220-240 VAC

50/60Hz
Triac/ Phase-cut

TDP250-T2

Product

TDR300-T1

 Wiring diagram: 

LED Controller: Triac Dimmer

N.W

Trailing edge 0.17kg

0.19kg

Phase-cut off Mode

86*86*50mm

300W

AC
L

N

L N

L

N

In
p

u
t

Triac Driver

O
u

tp
u

t

L

N

In
p

u
t

Triac Driver

O
u

tp
u

t

L

N 

In
p

u
t

Triac Driver

O
u

tp
u

t

LED

Triac Dimmer

TDR300-T2 300W Leading edge

Trailing edge

LED CONTROLLER

0-10V DIMMER

Model   Output Size N.WControl Mode   Input 

DIMP50-T1 0-10V, 50mA

86*86*40mm

100-265 VAC 0-10VDIMP50-T2

0.17kg

0-10V, 50mA

Product

 Wiring diagram: 0-10V Dimmer

LED Controller: 0-10V Dimmer

AC

L

N

L

N

In
p

u
t

Brown

Blue

Vout

DIM

Red

Black

White

Blue
Dimmable Driver

LED

N

L

N

In
p

u
t

Brown

Blue

Vout

DIM

Red

Black

White

Blue
Dimmable Driver

LED

L

N

In
p

u
t

Brown

Blue

Vout

DIM

Red

Black

White

Blue
Dimmable Driver

L

LN

0-10V Dimmer

N

L

DIMR50-T1 0-10V, 50mA 86*86*50mm 0.19kg
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16V(±5%)

65mA
100-265VACDAR-AC-G1 86*86*50mm 0.19kg

LED CONTROLLER

DALI DIMMER

Dimming,
broadcast

 Wiring diagram: AC DALI Dimmer

LED Controller: AC DALI Dimmer

0.95W

N L

AC
L

N

LED

DALI Driver

DA- DA+

L

N

DA 1

DA 2

DALI Dimmer

15VDC
100-265VAC

50/60Hz
DA-BP-01 87.4*36.4*60mm

115g

±10g
200mA

DALI BUS Power Supply

3W max

Product Model Power Input Output Rated Current Size N.W

Product Model Power Input Output Control Mode Size N.W

16V(±5%)

50mA
100-265VACDAP-AC-G1 86*86*40mm 0.7kgDimming,

broadcast
0.8W

DAP-G1

DALI Signal

86*86*40mm

DALI Power

DAP-G2

0.17kg

DAP-G3

DAP-G4

DAR-G1 86*86*50mm 0.19kg

LED CONTROLLER

DALI DIMMER

Dimming,1CH

Dimming,2CH

Dimming,3CH

Dimming,4CH

Dimming,1CH

 Wiring diagram: DALI Dimmer

LED Controller: DALI Dimmer

DALI Touch

DALI BUS
Power Supply

Dimmable Driver

AC 100-265V

AC 100-265V

DALI BUS

DA1

DA2

Product Model Output Input Control Mode Size N.W
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